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EZ Climb RolaStair

Custom Access
You need safe access. However, what you see in catalogs or websites is not quite what you want or 
need. Ladder Industries has logged over 50 years designing special and custom designed ladder and 
stair products. We have the experience and ability to modify or redesign products to better fit your 
application. Ladder Industries designers have the ingenuity to customize our access equipment while 
ensuring that your special needs are met in the safest, most efficient manner. Together, we can create a 
configuration that elevates the safety of your access and gets the job done. Call today, let’s talk.

Access Stand

Crossover

Crossover

Access Ladder

Access Ladder

Pallet Drop Zone Gate

JiffyRailTM

Step Over Crossover

Muti-Level

Impact Gate

Access Stair

•	Aviation
•	Marine
•	Retail
•	Material Handling
•	Manufacturing
•	Distribution
•	 Industry
•	 Liquid Storage
•	Maintenance

•	 Property 
Management

•	Mining
•	Data Storage
•	Government/

Military
•	Research & 

Development
•	Unlimited Potential

Products
RolaStairTM Mobile Ladder Stands
Conveyor Crossovers
Machine Stands
JiffyRailTM

Gates
Stairs, Towers
Dock, Access, and Ships Ladders
Work Stands and Custom Platforms
Specialty Products

Applications
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Aluminum

Custom Access

LADDER INDUSTRIES is firmly committed to manufacturing safe access products of high quality, and 
performing with integrity. This has allowed Ladder Industries to emerge as the West’s oldest and most 
dedicated designer/manufacturer of stair and ladder products. We appreciate the loyalty and trust our 
dealers and customers have placed in our company over the past 50 years. 

We manufacture standard and custom ladders, stair products, conveyor crossovers, machine stands, 
aircraft maintenance platforms, as well as guard and handrail. Our design department will ensure that 
your special needs are met in the safest, most efficient manner and that attention is always given to 
governing codes and regulations.

At Ladder Industries, quality and service is our number one priority. Our team stands ready to serve 
you and meet your high-access equipment needs. Give us a call with your application specifics; we look 
forward to providing safe access solutions for your applications. 

Thank you for considering our products and capabilities. We’re confident that you won’t find a better 
access solution than Ladder Industries.

About Us

Access Ladder

Cantilever Ladder
Custom Access

Access Stand

Tanker Access

Specialty Carts

Folding RolaStairTM

Observation Platform

Impact Gate

JiffyTM Stair & Tower

Allen
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Tread Styles

Standard RolaStairTM

The ultimate rolling ladder in safety, 
appearance & construction.

Standard Features
•	 1” dia. steel tube construction ruggedly 

braced and reinforced
•	 Standard 12” deep top platform
•	 Solid mig-welded construction
•	 BIG non-skid, non-marking shoes
•	 StepJack Floor Locking device
•	 OSHA Safety green enamel finish
•	 42” tall guardrails on 6-step and larger
•	 Meets CAL/OSHA requirements
•	 Meets Federal OSHA/ANSI requirements
•	 350 lb. capacity

Optional Features
•	 Guard chain with snap for entry-exit on 

any side of platform    
•	 Fold down shelves
•	 Custom handrail arrangement or height
•	 Extra deep platform in multiples of 12”
•	 Special paint colors
•	 Hot dip galvanized finish

Traction Tread
Provides greater nonslip protection than 
diamondplate.

Safety Grating
Provides maximum non-skid protection in 
wet and/or dry conditions.

26H7-TT 
Standard 
RolaStair

26H4-24TT 
Deep Top
RolaStair

Select the best unit for your 
application based on the required 
platform height. Custom sizes are 
available.

Diamondplate
Provides anti-slip protection through use 
of raised diamond shaped ribs on a fully 
closed step surface.(Standard on 

RolaStair)
(Standard on Super 
Duty RolaStair)

PLATFORM TOP OVERALL BASE
HEIGHT WIDTH HEIGHT DIMENSIONS

1
20-1
26-1

12"
12"

20"
26"

12"
12"

20"W x 16"D
26"W x 16"D

15 lbs.
20 lbs.

2
20-2
26-2

19"
19"

20"
26"

19"
19"

21"W x 21"D
27"W x 21"D

22 lbs.
28 lbs.

3
20-3
26-3

28-1/2"
28-1/2"

20"
26"

28-1/2"
28-1/2"

22"W x 29"D
28"W x 29"D

31 lbs.
35 lbs.

PLATFORM TOP OVERALL BASE
HEIGHT WIDTH HEIGHT DIMENSIONS

2
20H2
26H2

19"
19"

20"
26"

41"
41"

21"W x 21"D
27"W x 21"D

32 lbs.
36 lbs.

3
20H3
26H3

28-1/2"
28-1/2"

20"
26"

60-1/2"
60-1/2"

22"W x 29"D
28"W x 29"D

42 lbs.
46 lbs.

4
20H4
26H4

38"
38"

20"
26"

70"
70"

24"W x 35"D
30 "W x 35"D

50 lbs.
56 lbs.

5
20H5
26H5

47-1/2"
47-1/2"

20"
26"

79-1/2"
79-1/2"

25-1/2"W x 41-1/2"D
31-1/2"W x 41-1/2"D

50 lbs.
56 lbs.

PLATFORM TOP OVERALL BASE
HEIGHT WIDTH HEIGHT DIMENSIONS

6
20H6
26H6

57"
57"

20"
26"

99"
99"

27"W x 48-1/2"D
33"W x 48-1/2"D

81 lbs.
90 lbs.

7
20H7
26H7

66-1/2"
66-1/2"

20"
26"

108-1/2"
108-1/2"

28-1/2"W x 55-1/2"D
35"W x 55-1/2"D

85 lbs.
106 lbs.

8 26H8 76" 26" 118" 36"W x 62"D 116 lbs.

9 26H9 85-1/2" 26" 127-1/2" 36"W x 69"D 126 lbs.

10 26H10 95" 26" 137" 36"W x 76"D 135 lbs.

11 26H11 104-1/2" 26" 146-1/2" 39"W x 82-1/2"D 146 lbs.

12 26H12 114" 26" 156" 42"W x 89"D 158 lbs.

13 26H13 123-1/2" 26" 165-1/2" 45"W x 96"D 190 lbs.

14 26H14 133" 26" 175" 48"W x 103"D 232 lbs.

15 26H15 142-1/2" 26" 184-1/2" 52"W x 110"D 243 lbs.

42" tall guardrail around platform

StepJack foot controlled floor lock 
assembly assures dependable “stop and 
go” safety on all ladders in this group. 
All StepJack mechanisms are equipped 
with two 3.5” swivel casters and two 
fixed casters.

6 through 10-step models have two 3.5” 
rigid casters under the platform end.

11 through 15-step models are 
equipped with 5” rigid casters. 

13 step units and larger are provided 
with a folded base for ease and 
economy in shipping.

DESCRIPTION MODEL WEIGHTSTEPS

DESCRIPTION

No Handrails

Attractive and very handy in the office, 
library vault, stockroom, machine shop, 
etc.

All models equipped with four each 2" 
dia. Spring loaded casters and four 
large, non-skid rubber shoes to grip the 
floor when in use.

2 step has 22" tall handrails
3-5 step has 32" tall handrails

All models equipped with four each 2" 
dia. Spring loaded casters and four 
large, non-skid rubber shoes to grip the 
floor when in use.

DESCRIPTION MODEL WEIGHT

WEIGHTMODELSTEPS

STEPS

PLATFORM TOP OVERALL BASE
HEIGHT WIDTH HEIGHT DIMENSIONS

1
20-1
26-1

12"
12"

20"
26"

12"
12"

20"W x 16"D
26"W x 16"D

15 lbs.
20 lbs.

2
20-2
26-2

19"
19"

20"
26"

19"
19"

21"W x 21"D
27"W x 21"D

22 lbs.
28 lbs.

3
20-3
26-3

28-1/2"
28-1/2"

20"
26"

28-1/2"
28-1/2"

22"W x 29"D
28"W x 29"D

31 lbs.
35 lbs.

PLATFORM TOP OVERALL BASE
HEIGHT WIDTH HEIGHT DIMENSIONS

2
20H2
26H2

19"
19"

20"
26"

41"
41"

21"W x 21"D
27"W x 21"D

32 lbs.
36 lbs.

3
20H3
26H3

28-1/2"
28-1/2"

20"
26"

60-1/2"
60-1/2"

22"W x 29"D
28"W x 29"D

42 lbs.
46 lbs.

4
20H4
26H4

38"
38"

20"
26"

70"
70"

24"W x 35"D
30 "W x 35"D

50 lbs.
56 lbs.

5
20H5
26H5

47-1/2"
47-1/2"

20"
26"

79-1/2"
79-1/2"

25-1/2"W x 41-1/2"D
31-1/2"W x 41-1/2"D

50 lbs.
56 lbs.

PLATFORM TOP OVERALL BASE
HEIGHT WIDTH HEIGHT DIMENSIONS

6
20H6
26H6

57"
57"

20"
26"

99"
99"

27"W x 48-1/2"D
33"W x 48-1/2"D

81 lbs.
90 lbs.

7
20H7
26H7

66-1/2"
66-1/2"

20"
26"

108-1/2"
108-1/2"

28-1/2"W x 55-1/2"D
35"W x 55-1/2"D

85 lbs.
106 lbs.

8 26H8 76" 26" 118" 36"W x 62"D 116 lbs.

9 26H9 85-1/2" 26" 127-1/2" 36"W x 69"D 126 lbs.

10 26H10 95" 26" 137" 36"W x 76"D 135 lbs.

11 26H11 104-1/2" 26" 146-1/2" 39"W x 82-1/2"D 146 lbs.

12 26H12 114" 26" 156" 42"W x 89"D 158 lbs.

13 26H13 123-1/2" 26" 165-1/2" 45"W x 96"D 190 lbs.

14 26H14 133" 26" 175" 48"W x 103"D 232 lbs.

15 26H15 142-1/2" 26" 184-1/2" 52"W x 110"D 243 lbs.

42" tall guardrail around platform

StepJack foot controlled floor lock 
assembly assures dependable “stop and 
go” safety on all ladders in this group. 
All StepJack mechanisms are equipped 
with two 3.5” swivel casters and two 
fixed casters.

6 through 10-step models have two 3.5” 
rigid casters under the platform end.

11 through 15-step models are 
equipped with 5” rigid casters. 

13 step units and larger are provided 
with a folded base for ease and 
economy in shipping.

DESCRIPTION MODEL WEIGHTSTEPS

DESCRIPTION

No Handrails

Attractive and very handy in the office, 
library vault, stockroom, machine shop, 
etc.

All models equipped with four each 2" 
dia. Spring loaded casters and four 
large, non-skid rubber shoes to grip the 
floor when in use.

2 step has 22" tall handrails
3-5 step has 32" tall handrails

All models equipped with four each 2" 
dia. Spring loaded casters and four 
large, non-skid rubber shoes to grip the 
floor when in use.

DESCRIPTION MODEL WEIGHT

WEIGHTMODELSTEPS

STEPS

Swivel Spring-loaded

PLATFORM TOP OVERALL BASE
HEIGHT WIDTH HEIGHT DIMENSIONS

1
20-1
26-1

12"
12"

20"
26"

12"
12"

20"W x 16"D
26"W x 16"D

15 lbs.
20 lbs.

2
20-2
26-2

19"
19"

20"
26"

19"
19"

21"W x 21"D
27"W x 21"D

22 lbs.
28 lbs.

3
20-3
26-3

28-1/2"
28-1/2"

20"
26"

28-1/2"
28-1/2"

22"W x 29"D
28"W x 29"D

31 lbs.
35 lbs.

PLATFORM TOP OVERALL BASE
HEIGHT WIDTH HEIGHT DIMENSIONS

2
20H2
26H2

19"
19"

20"
26"

41"
41"

21"W x 21"D
27"W x 21"D

32 lbs.
36 lbs.

3
20H3
26H3

28-1/2"
28-1/2"

20"
26"

60-1/2"
60-1/2"

22"W x 29"D
28"W x 29"D

42 lbs.
46 lbs.

4
20H4
26H4

38"
38"

20"
26"

70"
70"

24"W x 35"D
30 "W x 35"D

50 lbs.
56 lbs.

5
20H5
26H5

47-1/2"
47-1/2"

20"
26"

79-1/2"
79-1/2"

25-1/2"W x 41-1/2"D
31-1/2"W x 41-1/2"D

50 lbs.
56 lbs.

PLATFORM TOP OVERALL BASE
HEIGHT WIDTH HEIGHT DIMENSIONS

6
20H6
26H6

57"
57"

20"
26"

99"
99"

27"W x 48-1/2"D
33"W x 48-1/2"D

81 lbs.
90 lbs.

7
20H7
26H7

66-1/2"
66-1/2"

20"
26"

108-1/2"
108-1/2"

28-1/2"W x 55-1/2"D
35"W x 55-1/2"D

85 lbs.
106 lbs.

8 26H8 76" 26" 118" 36"W x 62"D 116 lbs.

9 26H9 85-1/2" 26" 127-1/2" 36"W x 69"D 126 lbs.

10 26H10 95" 26" 137" 36"W x 76"D 135 lbs.

11 26H11 104-1/2" 26" 146-1/2" 39"W x 82-1/2"D 146 lbs.

12 26H12 114" 26" 156" 42"W x 89"D 158 lbs.

13 26H13 123-1/2" 26" 165-1/2" 45"W x 96"D 190 lbs.

14 26H14 133" 26" 175" 48"W x 103"D 232 lbs.

15 26H15 142-1/2" 26" 184-1/2" 52"W x 110"D 243 lbs.

42" tall guardrail around platform

StepJack foot controlled floor lock 
assembly assures dependable “stop and 
go” safety on all ladders in this group. 
All StepJack mechanisms are equipped 
with two 3.5” swivel casters and two 
fixed casters.

6 through 10-step models have two 3.5” 
rigid casters under the platform end.

11 through 15-step models are 
equipped with 5” rigid casters. 

13 step units and larger are provided 
with a folded base for ease and 
economy in shipping.

DESCRIPTION MODEL WEIGHTSTEPS

DESCRIPTION

No Handrails

Attractive and very handy in the office, 
library vault, stockroom, machine shop, 
etc.

All models equipped with four each 2" 
dia. Spring loaded casters and four 
large, non-skid rubber shoes to grip the 
floor when in use.

2 step has 22" tall handrails
3-5 step has 32" tall handrails

All models equipped with four each 2" 
dia. Spring loaded casters and four 
large, non-skid rubber shoes to grip the 
floor when in use.

DESCRIPTION MODEL WEIGHT

WEIGHTMODELSTEPS

STEPS

RolaStair 
6-15 includes 
use of the 
StepJack
device. 
Please see 
page 5 to 
view the 
StepJack.

Allen
Small Taylor Logo
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Knock-down Base and Handrails
•	 Knock-down design reduces shipping costs
•	 Standard 12” deep top platform
•	 Large 2” dia. non-skid, non-marking shoes
•	 1” dia. steel tube construction
•	 42” tall guardrails on all models
•	 Meets CAL/OSHA requirements
•	 Meets Federal OSHA/ANSI requirements
•	 350 lb. capacity
•	 OSHA Safety green enamel finish

Optional Features
•	 Extra deep platform in 12” multiples 

on any side of platform
•	 Custom handrail arrangement or height
•	 Special paint colors
•	 Hot dip galvanized finish

F20H6TT

Folding RolaStairTM

PLATFORM TOP OVERALL BASE EST.
HEIGHT WIDTH HEIGHT DIMENSIONS WEIGHT

6
F20H6
F26H6

57"
57"

20"
26"

99"
99"

26"W x 46"D
31"W x 46"D 

82 lbs.
92 lbs.

7
F20H7
F26H7

66-1/2"
66-1/2"

20"
26"

108-1/2"
108-1/2"

26"W x 53"D
31"W x 53"D

89 lbs.
108 lbs.

8 F26H8 76" 26" 118" 30"W x 60"D 122 lbs.

9 F26H9 85-1/2" 26" 127-1/2" 33"W x 66"D 135 lbs.

10 F26H10 95" 26" 137" 36"W x 73"D 142 lbs.

11 F26H11 104-1/2" 26" 146-1/2" 39"W x 80"D 151 lbs.

12 F26H12 114" 26" 156" 42"W x 87"D 181 lbs.

13 F26H13 123-1/2" 26" 165-1/2" 45"W x 94"D 207 lbs.

14 F26H14 133" 26" 175" 48"W x 100"D 232 lbs.

15 F26H15 142-1/2" 26" 184-1/2" 52"W X 107"D 242 lbs.

16 F26H16 152" 26" 194" 55"W x 114"D 274 lbs.

17 F26H17 161-1/2" 26" 203-1/2" 58"W x 121"D 292 lbs.

18 F26H18 171" 26" 213" 61"W x 128"D 312 lbs.

19 F26H19 180-1/2" 26" 222-1/2" 64"W x 135"D 327 lbs.

All of these models are 
shipped fully folded to 
reduce shipping cost.

All are provided with 
StepJack foot controlled 

floor lock assembly.
3-1/2" swivel casters 

are mounted on the 
StepJack. 3-1/2" rigid 

casters are used under 
platform.

All of these models have 
5" rigid casters located 

under the platform.

STEPSDESCRIPTION MODEL

DisengagedEngaged

Swivel Spring-loaded Locking Mechanism StepJack Locking Mechanism

DisengagedEngaged

Allen
Small Taylor Logo
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Super Duty RolaStairTM

Designed for Extra 
Heavy-Duty Use
•	 Rugged 1-1/4” dia. steel tube 

construction
•	 Standard 14” deep top platform
•	 5” dia. rigid casters under platform
•	 StepJack with 3-1/2” dia. swivel 

casters
•	 All welded handrails
•	 Knock-down construction for shipping
•	 Heavy-duty 2-1/2” “Big Foot” 

replaceable shoes
•	 OSHA Safety green enamel finish
•	 500 lb. capacity

Optional Features
•	 Guard chain with snap for entry-exit 

on any side of platform
•	 Fold down shelves
•	 Narrow aisle models
•	 Custom handrail arrangement 

and height
•	 Extra deep platform in multiples of 12”
•	 Special paint colors
•	 Hot dip galvanized finish

Replaceable 2-1/2” dia. 
“Big Foot” Rubber 
Shoe Insert

STEPS MODEL
PLATFORM 

HEIGHT
TOP                 

WIDTH
OVERALL 
HEIGHT

BASE 
DIMENSIONS 

EST.           
WEIGHT

26H6-SD 57" 26" 99" 33"W x 49"D 120 lbs.
32H6-SD 57" 32" 99" 33"W x 49"D 144 lbs. 

26H7-SD 66-1/2" 26" 108-1/2" 33"W x 55"D 142 lbs.
32H7-SD 66-1/2" 32" 108-1/2" 33"W x 55"D 160 lbs.

26H8-SD 76" 26" 118" 36"W x 62"D 154 lbs.
32H8-SD 76" 32" 118" 36"W x 62"D 176 lbs.

26H9-SD 85-1/2" 26" 127-1/2" 36"W x 69"D 166 lbs.
32H9-SD 85-1/2" 32" 127-1/2" 36"W x 69"D 192 lbs.

26H10-SD 95" 26" 137" 39"W x 76"D 178 lbs.
32H10-SD 95" 32" 137" 39"W x 76"D 208 lbs.

26H11-SD 104-1/2" 26" 146-1/2" 39"W x 83"D 190 lbs.
32H11-SD 104-1/2" 32" 146-1/2" 39"W x 83"D 224 lbs.

26H12-SD 114" 26" 156" 42"W x 89"D 202 lbs.
32H12-SD 114" 32" 156" 42"W x 89"D 240 lbs.

26H13-SD 123-1/2" 26" 165-1/2" 45"W x 96"D 214 lbs.
32H13-SD 123-1/2" 32" 165-1/2" 45"W x 96"D 256 lbs.

26H14-SD 133" 26" 175" 48"W x 103"D 226 lbs.
32H14-SD 133" 32" 175" 48"W x 103"D 272 lbs.

26H15-SD 142-1/2" 26" 184-1/2" 51"W x 110"D 238 lbs.
32H15-SD 142-1/2" 32" 184-1/2" 51"W x 110"D 288 lbs.

6

12

13

14

15

7

8

9

10

11

Compare Steel Tube Frame Construction

Most Other 
Manufacturers

RolaStair 
Standard Duty

RolaStair 
Super Duty

Actual Size

DisengagedEngaged

StepJack Locking Mechanism

Allen
Small Taylor Logo
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EZ-Climb RolaStairTM

PLATFORM OVERALL BASE EST.
HEIGHT HEIGHT DIMENSIONS WEIGHT

3 EZ26H3DP 28-1/2" 60-1/2" 28"W x 40"D 59 lbs.

4 EZ26H4DP 38" 70" 30"W x 50"D 72 lbs.

5 EZ26H5DP 47-1/2" 79-1/2" 31-1/2"W x 60"D 89 lbs.

6 EZ26H6DP 57" 99" 33"W x 70-1/2"D 114 lbs.

7 EZ26H7DP 66-1/2" 108-1/2" 35"W x 80-1/2"D 131 lbs.

8 EZ26H8DP 76" 118" 36"W x 90-1/2"D 148 lbs.

9 EZ26H9DP 85-1/2" 127-1/2" 36"W x 100-1/2"D 165 lbs.

10 EZ26H10DP 95" 137" 36"W x 111"D 182 lbs.

STEPS MODEL

EZ26H5DP

26H5-TT

EZ-Climb vs Standard RolaStair

Specifically Designed for 
Forward Descent
•	 45° angle of climb
•	 9-1/2” rise and run per step
•	 9-1/2”x 24” wide steps
•	 1” diameter steel tube frame
•	 Standard 19” extra-deep top platform
•	 Diamondplate steps
•	 3-4-5 step units have spring loaded casters and 

32” tall guardrail
•	 6 step and larger units have StepJack floor locking 

device with two 3-1/2” swivel casters and two 3-1/2” 
rigid casters

•	 6 step and larger have 42” tall guardrail and knock-
down base

•	 Large 2” diameter rubber shoes
•	 OSHA Safety green enamel finish
•	 350 lb. capacity

Optional Features
•	 Safety grating steps and platform
•	 24” Deep top models available
•	 StepJack on 3-4-5 step units
•	 Special paint colors
•	 Hot dip galvanized finish

Allen
Small Taylor Logo
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26H8-SP 
Stockpicker

Stockpicker RolaStairTM

Cantilever RolaStairTM

PLATFORM TOP OVERALL BASE
HEIGHT WIDTH HEIGHT DIMENSIONS

6 26H6-SP 57" 26" 99" 33"W x 60"D 152 lbs.

7 26H7-SP 66-1/2" 26" 108-1/2" 35"W x 68"D 168 lbs.

8 26H8-SP 76" 26" 118" 36"W x 74"D 178 lbs.

9 26H9-SP 85-1/2" 26" 127-1/2" 36"W x 81"D 191 lbs.

10 26H10-SP 95" 26" 137" 36"W x 88"D 217 lbs.

11 26H11-SP 104-1/2" 26" 146-1/2" 36"W x 95"D 231 lbs.

12 26H12-SP 114" 26" 156" 40"W x 101"D 255 lbs.

STEPS MODEL WEIGHT

Mobile Ladder Stand 
with Shelving
•	 1” dia. steel tube construction
•	 StepJack floor locking device
•	 12” x 24” folding rear guardrail shelf
•	 Traction tread steps and 24” deep top 

platform
•	 Three 24” x 22” package trays on 7 

step and larger
•	 All welded construction
•	 Large 2” dia. rubber shoes

•	 Two each 3-1/2” swivel casters on 
StepJack

•	 Two each 3-1/2” rigid casters under 
platform

•	 5” rigid casters on 10 step & larger
•	 OSHA Safety green enamel finish
•	 350 lb. capacity
•	 Custom designs available
•	 Special colors or hot dip galvanized 

finish available

Specifications
•	 1” dia. steel tube ladder frame
•	 Rectangular tube base frame
•	 24” wide Traction Tread steps 
•	 Platform StepJack safety device
•	 4” X 2” polyurethane casters
•	 400# rated workload
•	 OSHA Safety green enamel finish
•	 Optional paint colors or hot dip 

galvanized finish

Allen
Small Taylor Logo
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Aluminum RolaStairTM

Use When Moisture is a Problem
•	 All welded 1” dia. high-strength alloy 

aluminum pipe construction
•	 Strong, safe 7” wide extrusion forms the 

steps and top platform
•	 2” dia. non-skid/non-marking shoes
•	 Extra deep platforms available 

(in multiples of 7”)
•	 Mill finish material
•	 300 lb. capacity
•	 Custom designs available

PLATFORM TOP OVERALL BASE EST.
HEIGHT WIDTH HEIGHT DIMENSIONS WEIGHT

1
AL20-1
AL26-1

12"
12"

20"
26"

12"
12"

20"W x 18"D
26"W x 18"D

8 lbs.
9 lbs.

2
AL20-2
AL26-2

19"
19"

20"
26"

19"
19"

20"W x 23"D
26"W x 23"D

13 lbs.
14 lbs.

3
AL20-3
AL26-3

28-1/2"
28-1/2"

20"
26"

28-1/2"
28-1/2"

22"W x 31"D
28"W x 31"D

19 lbs.
21 lbs.

2
AL20H2
AL26H2

19"
19"

20"
26"

41"
41"

21"W x 23"D
27"W x 23"D

15 lbs.
16 lbs.

3
AL20H3
AL26H3

28-1/2"
28-1/2"

20"
26"

60-1/2"
60-1/2"

22"W x 31"D
28"W x 31"D

21 lbs.
23 lbs.

4
AL20H4
AL26H4

38"
38"

20"
26"

70"
70"

24"W x 37"D
30"W x 37"D

25 lbs.
28 lbs.

5
AL20H5
AL26H5

47-1/2"
47-1/2"

20"
26"

79-1/2"
79-1/2"

25-1/2"W x 43-1/2"D
31-1/2"W x 43-1/2"D

32 lbs.
36 lbs.

6
AL20H6
AL26H6

57"
57"

20"
26"

99"
99"

27"W x 51"D
33"W x 51"D

41 lbs.
45 lbs.

7
AL20H7
AL26H7

66-1/2"
66-1/2"

20"
26"

108-1/2"
108-1/2"

28-1/2"W x 57"D
35"W X 57"D

50 lbs.
54 lbs.

8 AL26H8 76" 26" 118" 36"W x 64"D 60 lbs.

9 AL26H9 85-1/2" 26" 127-1/2" 36"W x 71"D 68 lbs.

10 AL26H10 95" 26" 137" 36"W x 78"D 77 lbs.

11 AL26H11 104-1/2" 26" 146-1/2" 39"W x 86"D 84 lbs.

12 AL26H12 114" 26" 156" 42"W x 93"D 92 lbs.

MODEL

No Handrails.

Equipped with four 
2" Dia. Spring-Loaded 

Casters.

10 Step and
Larger Units - 

42" Tall Guardrails

Two 2” Dia. Spring- 
Loaded Casters and two 
5" Rigid Casters Under 

the Platform.

6-9 Step Units - 
42" Tall Guardrail

Equipped with Two
2" Dia. Spring-Loaded 

Casters and Two 3-1/2" 
Rigid Casters Under the 

Platform.

2 Step Units-
22" Tall Handrails

3-5 Step Units -
32" Tall Handrails & 

Guardrails

Equipped with Four
2" Dia. Spring-Loaded 

Casters.

STEPSDESCRIPTION

Safety Grating (optional) 
Provides maximum non-skid  
protection in wet and/or dry  
conditions.

Tread Styles

Diamondplate (standard) 
Provides anti-slip protection through use 
of raised diamond shaped ribs on a fully 
closed step surface.

Extruded Plank (standard) 
Designed for strength and consistency. 
Provides the strength of formed 
aluminum sheet at a lower cost. Top  
surface is ribbed for traction.

Allen
Small Taylor Logo
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JiffyTowerTM

JiffyTowers are manufactured for use with both IBC or OSHA 
Series stairways. They may be used with single or multiple 
height access stairs. The tower guardrails and kick plates are 
easily installed on any two sides as required. The entire unit 
is shipped knocked-down. The towers are provided with the 
platform height specified by the user.

The standard 3-rail guardrail restricts a 12” diameter sphere.  
Check your local codes as the number of rails required may 
vary. 4” sphere restriction designs are available.

All JiffyTowers are built to match the construction and 
attractive appearance of the JiffyStairs and the JiffyRail.

For ample clearance, JiffyTower width must be 12” wider than 
the JiffyStair tread width.

Everyone Loves Jiffy

Pivot Gate 
Our pivot gate eliminates the possibility 
of dropping a loose gate over the edge 
of a mezzanine platform. This lightweight 
gate is easily pivoted into the open 
position, and securely locks in closed 
position. Specify desired gate width from 
4 to 8 feet.

Trackless Sliding Gate 
Our trackless sliding safety gate is built 
into the railing system. The gate rides on 
silent polyurethane wheels and latches 
while in the closed position. Specify 
desired width from 4 to 8 feet.

Single and Double Swing Gates 
Our single and double swing gates are 
hinged to the vertical guardrail posts and 
roll easily on an 8 inch wheel. The single 
gate latches to the opposite guardrail 

post, while the double gate is provided 
with a cane bolt and gate latch to secure 
the gates in the closed position. Specify 
single gate for widths ranging from 4 to 
6 feet, and the double gate for widths 
ranging from 6 to 10 feet.

Tilt Gate 
Our tilt gates provide fall protection on 
each side of a pallet landing area when 
loads are being moved between levels. 
When the dual sided gate is opened it 
allows the user access to the load while still 
providing fall protection at the mezzanine 
platform edge. When the gate is closed it 
allows the load to be placed while keeping 
workers out of the pallet landing area as 
well as providing fall protection. The gate is 
finely balanced so that it requires very little 
effort to lift. Our gates can be built to the 
specific width needed.

Mezzanine Platform Guard Rail 
Our Guard Rail serves as the complete 
one-source answer to guarding 
mezzanine platforms and other 
dangerous areas. It is supplied in 
prefabricated form for the lowest cost 
of installation and layouts are custom 
desiged to fit your floorplan.

Specifications:
•	 All railing made from 

1-1/2” diameter steel tubing
•	 Exclusive tee & cross fittings 

furnished prewelded to posts
•	 Post – 1-5/8” diameter  

high-strength tube
•	 4” toe board
•	 Standard 4” x 4” base plate
•	 Zinc plating resists corrosion

Create Any Configuration
Nothing to Weld, Nothing to Thread

JiffyRailTM Access Gates and Mezzanine Platform Guard Rail

Shown with 
JiffyTower

EX-12-36 
JiffyStair

A Favorite of Installation 
                  Crews Nationwide

Slide Rails through Fittings and 
Tighten Screws

Allen
Small Taylor Logo
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JiffyStairTM OSHA Series
Prefabricated Industrial Stairway
The OSHA Series stairway is designed to conform to the 
Federal OSHA & Cal/OSHA requirements for fixed industrial 
stairway applications. The 10” deep treads have an adjustable 
rise between 7-1/4” and 8” with an angle that climbs between 
37° and 42°. Custom tread widths are available.

All units shipped knocked-down. Check local code requirements 
before ordering. 

Standard step treads are made of formed diamond plate. Safety 
grating treads are available on request. 

See JiffyTower specification sheet for matching tower dimensions.

IBC 4-36
IBC 4-48 

24" to 28" 36" to 34" 
36"
48"

41"
53"

143 lbs.
159 lbs.

IBC 5-36
IBC 5-48 

30" to 35" 48" to 45" 
36"
48"

41"
53"

188 lbs.
215 lbs.

IBC 6-36
IBC 6-48 

36" to 42" 58" to 55" 
36"
48"

41"
53"

243 lbs.
277 lbs.

IBC 7-36
IBC 7-48 

42" to 49" 69-1/2" to 66" 
36"
48"

41"
53"

287 lbs.
327 lbs.

IBC 8-36
IBC 8-48 

48" to 56" 81-1/4" to 77"
36"
48"

41"
53"

329 lbs.
375 lbs.

IBC 9-36
IBC 9-48 

54" to 63" 92-3/4" to 81-1/4"
36"
48"

41"
53"

372 lbs.
425 lbs.

IBC 10-36
IBC 10-48 

60" to 70" 104-1/2" to 99-1/4"
36"
48"

41"
53"

415 lbs.
474 lbs.

IBC 11-36
IBC 11-48 

66" to 77" 116" to 110-1/4"
36"
48"

41"
53"

458 lbs.
523 lbs.

IBC 12-36
IBC 12-48 

72" to 84" 127-1/4" to 121-1/4"
36"
48"

41"
53"

507 lbs.
579 lbs.

IBC 13-36
IBC 13-48 

78" to 91" 139-1/4" to 132-1/4"
36"
48"

41"
53"

550 lbs.
629 lbs.

IBC 14-36
IBC 14-48 

84" to 98" 150-3/4" to 143-1/2" 
36"
48"

41"
53"

592 lbs.
678 lbs.

IBC 15-36
IBC 15-48 

90" to 105" 162-1/2" to 154-1/2"
36"
48"

41"
53"

636 lbs.
727 lbs.

IBC 16-36
IBC 16-48 

96" to 112" 174" to 165-1/2"
36"
48"

41"
53"

733 lbs.
829 lbs.

IBC 17-36
IBC 17-48 

102" to 119" 185-1/2" to 176-1/2"
36"
48"

41"
53"

775 lbs.
879 lbs.

IBC 18-36
IBC 18-48 

108" to 126" 197-1/4" to 187-1/2"
36"
48"

41"
53"

823 lbs.
935 lbs.

IBC 19-36
IBC 19-48 

114" to 133" 208-1/2" to 198-1/2"
36"
48"

41"
53"

867 lbs.
985 lbs.

IBC 20-36
IBC 20-48 

120" to 140" 220-1/2" to 209-1/2"
36"
48"

41"
53"

909 lbs.
1,033 lbs.

IBC 21-36
IBC 21-48 

126" to 144" 232" to 220-1/2"
36"
48"

41"
53"

952 lbs.
1,082 lbs.

CATALOG
NUMBER

ADJUSTABLE
 HEIGHT

EST.
WEIGHT

HORIZONTAL
RUN

TREAD
WIDTH

OVERALL
WIDTH

Select the 
best unit 
for your 

application 
based 
on the 

required 
height. 
Custom 
sizes are 
available.

JiffyStairTM IBC Series 
Prefabricated Industrial Stairway
The IBC Knockdown Stairway is designed to meet or exceed the 
International Building Code adopted by many cities and states 
when used in Storage and Warehouse occupancies. The large 
treads are 12” deep with 3 available widths. The comfortable 
climbing slope varies between 27° and 33° with a 6” to 7” rise  
per step. All fasteners and brackets are provided for fast  
two-man assembly.

All units are shipped knocked-down. Check local code 
requirements before ordering.

See JiffyTower specification sheet for matching tower dimensions.

*Weights for 8ft. Tower

EX 7-36
EX 7-42
EX 7-48

51" to 56" 58" to 55"
36"
42"
48"

41"
47"
53"

245 lbs.
262 lbs.
278 lbs.

EX 8-36
EX 8-42
EX 8-48

58" to 64" 68" to 64"
36"
42"
48"

41"
47"
53"

277 lbs.
296 lbs.
314 lbs.

EX 9-36
EX 9-42
EX 9-48

65" to 72" 77" to 73"
36"
42"
48"

41"
47"
53"

309 lbs.
330 lbs.
351 lbs.

EX 10-36
EX 10-42
EX 10-48

72" to 80" 87" to 82"
36"
42"
48"

41"
47"
53"

327 lbs.
364 lbs.
387 lbs.

EX 11-36
EX 11-42
EX 11-48

80" to 88" 97" to 91"
36"
42"
48"

41"
47"
53"

372 lbs.
398 lbs.
423 lbs.

EX 12-36
EX 12-42
EX 12-48

87" to 96" 106" to 100"
36"
42"
48"

41"
47"
53"

410 lbs.
438 lbs.
466 lbs.

EX 13-36
EX 13-42
EX 13-48

95" to 104" 116" to 109"
36"
42"
48"

41"
47"
53"

467 lbs.
497 lbs.
527 lbs.

EX 14-36
EX 14-42
EX 14-48

102" to 112" 125" to 118"
36"
42"
48"

41"
47"
53"

500 lbs.
533 lbs.
565 lbs.

EX 15-36
EX 15-42
EX 15-48

109" to 120" 135" to 127"
36"
42"
48"

41"
47"
53"

534 lbs.
569 lbs.
604 lbs.

EX 16-36
EX 16-42
EX 16-48

116" to 128" 145" to 136"
36"
42"
48"

41"
47"
53"

568 lbs.
605 lbs.
642 lbs.

EX 17-36
EX 17-42
EX 17-48

124" to 136" 154" to 145"
36"
42"
48"

41"
47"
53"

560 lbs.
595 lbs.
660 lbs.

EX 18-36
EX 18-42
EX 18-48

131" to 144" 164" to 154"
36"
42"
48"

41"
47"
53"

587 lbs.
622 lbs.
657 lbs.

CATALOG
NUMBER

ADJUSTABLE
 HEIGHT

EST.
WEIGHT

HORIZONTAL
RUN

TREAD
WIDTH

OVERALL
WIDTH

OSHA Series

IBC Series

Tower

Allen
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Fits All Standard Loading Docks

Pallet Drop Zone Gate
Ladder Industries’ Pallet Drop Zone Gate is an ideal 
solution to provide a safety gate on rack modules, 
mezzanines platforms, or other elevated structures. It is 
a corral type gate but only takes up minimal space from 
the perimeter. Call today for details!

Impact Gate

Loading Dock Ladders

Specifications
•	 Heavy-duty construction

•	 Easily adjustable height with multi-hole mounting plates

•	 Mounts directly to rack or mezzanine platform railing

•	 Spring-loaded, self-closing

•	 Closed upper gates provide fall protection when a short 
pallet is in place

•	 Hinge located on front upright provides maximum clear 
open width

Easy to Mount
Specifications
•	 1-1/2” O.D. tube frames
•	 42” Tall handrails
•	 Custom sizes available
•	 All steps have diamondplate cap     

welded to run (4 bottom rungs on SOD)
•	 OSHA Safety green enamel finish
•	 Optional paint colors or hot dip galvanized finish
•	 FOD - Front of Dock Mount
•	 TOD - Top of Dock Mount
•	 SOD - Side of Dock Mount

Special LaddergardTM 

swing gates available. 
Call for details and 
special pricing.

Allen
Small Taylor Logo
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Specifications
•	 3/8” x 2-1/2” flat bar side rails
•	 3/4” diameter round rungs
•	 1-5/8” diameter tube - 42” tall boarding rail
•	 Stand-off brackets on maximum 72” centers
•	 Heavy-duty flat bar cage
•	 Standard 18” wide rungs on 12” centers
•	 Standard gray paint finish

Standard Installation Considerations
(As required per Federal Code 29CFR-1910.27, local codes 
may vary)

•	 Cages may be required on all access ladders of more 
than 20 feet to a maximum unbroken length of 30 feet.

•	 Intermediate platforms or landings may be required at 
30 foot intervals or fraction thereof, when overall height 
exceeds 30 feet.

•	 When intermediate platforms are used, adjacent ladder 
sections are to be offset.

•	 When exiting to the side at the top of the access ladder, 
rungs will continue 4 feet above the platform.

•	 When exiting to the front at the top of the access 
ladder, boarding rails shall extend 42 inches above the 
top rungs.

Optional Features
•	 10-gauge steel security door 
•	 Bottom hoop security hatch
•	 Foot pads in lieu of bottom stand-off brackets
•	 Split or extended stand-off brackets
•	 Dock treads
•	 Integral platform – 30” wide x 30” deep 
•	 3” x 3” x 1/4” angle side stringers
•	 Step-off platform at top
•	 Side exit to either side at top of cage ladder
•	 Special paint colors or hot dip galvanized finish

Access  
Ladder with  
Foot Pads

Access  
Ladder with  

Boarding Rails,
Cage and  

Integral Platform

PAIRS OF 
STAND-OFF 
BRACKETS ACC = Model Prefix

ACC3 26 ACC3-BR 51 2 13 = Number of Rungs

ACC4 47 ACC4-BR 72 2 BR = Include Boarding Rail Option

ACC5 55 ACC5-BR 80 2 C = Include Safety Cage Option

ACC6 64 ACC6-BR 89 2
ACC7 72 ACC7-BR 97 2
ACC8 81 ACC8-BR 106 2
ACC9 96 ACC9-BR 121 3

ACC10 104 ACC10-BR 129 3 ACC10-C 167 ACC10-BRC 223

ACC11 113 ACC11-BR 138 3 ACC11-C 182 ACC11-BRC 239

ACC12 122 ACC12-BR 147 3 ACC12-C 198 ACC12-BRC 255

ACC13 130 ACC13-BR 155 3 ACC13-C 224 ACC13-BRC 281

ACC14 139 ACC14-BR 164 3 ACC14-C 240 ACC14-BRC 297

ACC15 153 ACC15-BR 178 4 ACC15-C 261 ACC15-BRC 317

ACC16 162 ACC16-BR 187 4 ACC16-C 276 ACC16-BRC 333

ACC17 171 ACC17-BR 196 4 ACC17-C 304 ACC17-BRC 360

ACC18 179 ACC18-BR 204 4 ACC18-C 318 ACC18-BRC 375

ACC19 188 ACC19-BR 213 4 ACC19-C 334 ACC19-BRC 391

ACC20 197 ACC20-BR 222 4 ACC20-C 350 ACC20-BRC 406

ACC21 211 ACC21-BR 236 5 ACC21-C 382 ACC21-BRC 438

ACC22 220 ACC22-BR 245 5 ACC22-C 398 ACC22-BRC 454

ACC23 228 ACC23-BR 253 5 ACC23-C 412 ACC23-BRC 469

ACC24 237 ACC24-BR 262 5 ACC24-C 428 ACC24-BRC 485

ACC25 246 ACC25-BR 271 5 ACC25-C 455 ACC25-BRC 512

ACC26 254 ACC26-BR 279 5 ACC26-C 470 ACC26-BRC 526

ACC27 269 ACC27-BR 294 6 ACC27-C 492 ACC27-BRC 548

ACC28 278 ACC28-BR 303 6 ACC28-C 507 ACC28-BRC 564

ACC29 286 ACC29-BR 311 6 ACC29-C 533 ACC29-BRC 590

ACC30 295 ACC30-BR 320 6 ACC30-C 549 ACC30-BRC 606

REGULATIONS MAY REQUIRE ACCESS LADDERS GREATER THAN 20 FEET IN HEIGHT TO BE EQUIPPED WITH A CAGE.

BASIC
MODEL

EST.
WEIGHT

(lbs.)

BASIC MODEL
 WITH 

BOARDING RAIL

EST.
WEIGHT

(lbs.)

  CREATE YOUR OWN MODEL NUMBER!
Example part number of model shown: ACC13-BRC

BASIC
MODEL
w/CAGE

EST.
WEIGHT

(LBS.)

BASIC MODEL
w/BOARDING 
RAIL & CAGE

EST.
WEIGHT

(LBS.)

Specifications
•	 1-1/2” dia. steel tube
•	 All welded construction
•	 24” wide diamondplate step 

standard
•	 65° angle of climb
•	 12” rise per step
•	 Standard gray paint finish

Optional Features
•	 Safety grate treads
•	 Optional upper mount to 

attach to horizontal surfaces
•	 Special paint colors
•	 Hot dip galvanized finish

Access Ladders with 
Safety Features

Access Ladders - 
Ships Ladders

TOP STEP HORIZONTAL
HEIGHT RUN

6 SL-6HD 72" 39" 96 lbs.

7 SL-7HD 84" 44" 106 lbs.

8 SL-8HD 96" 50" 115 lbs.

9 SL-9HD 108" 55" 125 lbs.

10 SL-10HD 120" 61" 136 lbs.

11 SL-11HD 132" 66" 145 lbs.

12 SL-12HD 144" 72" 154 lbs.

13 SL-13HD 156" 77" 164 lbs.

14 SL-14HD 168" 83" 175 lbs.

15 SL-15HD 180" 89" 186 lbs.

STEPS MODEL
EST.

WEIGHT

Allen
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14

Specifications
•	 45° angle of climb - 9” rise, 9” run
•	 Two piece construction for easy installation
•	 1-1/2” diameter tubular steel frame
•	 24” wide deck and treads
•	 4” toe board on decks
•	 28” overall width
•	 Stair supports on larger units
•	 Yellow enamel painted finish
•	 Meets OSHA and Cal/OSHA

Optional Features
•	 Bridge inserts for additional horizontal clearance
•	 Custom widths and vertical clearances
•	 Safety grating steps and decks
•	 Closed risers
•	 Center towers for multiple spans
•	 Special paint colors
•	 Hot dip galvanized finish

Specifications
•	 Two piece construction for easy installation
•	 2-1/2" x 2-1/2" x 3/16" steel angle frame
•	 1-1/2" diameter tubular steel guardrails
•	 Rungs on 12" centers with dock tread steps
•	 4" toeboard on decks
•	 30" overall width
•	 Yellow enamel painted finish

Optional Features
•	 Bridge inserts for additional horizontal 

clearance
•	 Custom widths and vertical clearances
•	 Safety grate decks and traction tread 

rung caps
•	 Center towers for multiple spans
•	 Special paint colors
•	 Hot dip galvanized finish

VERTICAL HORIZONTAL

CV-3320
CV-3330
CV-3339
CV-3349

33"
33"
33"
33"

20"
30"
39"
49"

36"
36"
36"
36"

36"
46"
55"
65"

181 lbs.
203 lbs.
225 lbs.
247 lbs.

CV-4520
CV-4530
CV-4539
CV-4549

45"
45"
45"
45"

20"
30"
39"
49"

48"
48"
48"
48"

36"
46"
55"
65"

204 lbs.
226 lbs.
248 lbs.
270 lbs.

CV-5720
CV-5730
CV-5739
CV-5749

57"
57"
57"
57"

20"
30"
39"
49"

60"
60"
60"
60"

36"
46"
55"
65"

226 lbs.
248 lbs.
270 lbs.
292 lbs.

CV-6920
CV-6930
CV-6939
CV-6949

69"
69"
69"
69"

20"
30"
39"
49"

72"
72"
72"
72"

36"
46"
55"
65"

248 lbs.
270 lbs.
292 lbs.
314 lbs.

CV-8120
CV-8130
CV-8139
CV-8149

81"
81"
81"
81"

20"
30"
39"
49"

84"
84"
84"
84"

36"
46"
55"
65"

271 lbs.
293 lbs.
315 lbs.
337 lbs.

SHIP
WEIGHT

MODEL
VERTICAL CROSSOVER

CLEARANCES DECK
HEIGHT

OVERALL
LENGTH

VERTICAL HORIZONTAL

CO-3120
CO-3130
CO-3139
CO-3149

31"
31"
31"
31"

20"
30"
39"
49"

36"
36"
36"
36"

82"
92"

101"
111"

NO
NO
NO
NO

260 lbs.
282 lbs.
303 lbs.
325 lbs.

CO-4020
CO-4030
CO-4039
CO-4049

40"
40"
40"
40"

20"
30"
39"
49"

45"
45"
45"
45"

100"
110"
119"
129"

NO
NO
NO
YES

291 lbs.
312 lbs.
334 lbs.
376 lbs.

CO-4920
CO-4930
CO-4939
CO-4949

49"
49"
49"
49"

20"
30"
39"
49"

54"
54"
54"
54"

118"
128"
137"
147"

NO
YES
YES
YES

321 lbs.
363 lbs.
385 lbs.
407 lbs.

CO-5820
CO-5830
CO-5839
CO-5849

58"
58"
58"
58"

20"
30"
39"
49"

63"
63"
63"
63"

136"
146"
155"
165"

YES
YES
YES
YES

378 lbs.
400 lbs.
421 lbs.
443 lbs.

CO-6720
CO-6730
CO-6739
CO-6749

67"
67"
67"
67"

20"
30"
39"
49"

72"
72"
72"
72"

154"
164"
173"
183"

YES
YES
YES
YES

408 lbs.
430 lbs.
451 lbs.
473 lbs.

SHIP
WEIGHT

MODEL
DECK

HEIGHT
OVERALL
LENGTH

STAIR
SUPPORT

STANDARD CROSSOVER
CLEARANCES

Crossover Units

Vertical Climb Crossovers

Allen
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Specifications
•	 45° angle of climb - 9" rise, 9" 

run
•	 Four piece construction for easy 

installation
•	 1-1/2" diameter tubular steel 

frame
•	 24" wide deck and treads
•	 4" toeboard on decks
•	 28" overall width
•	 Yellow enamel painted finish 
•	 Meets OSHA and Cal/OSHA

Optional Features
•	 Bridge inserts for additional 

horizontal clearance
•	 Custom widths and vertical 

clearances
•	 Safety grating steps and decks
•	 Closed risers
•	 Center towers for multiple spans
•	 Custom entry and exit 

configurations
•	 Special paint colors
•	 Hot dip galvanized finish

VERTICAL HORIZONTAL

CU-3120
CU-3130
CU-3139
CU-3149

31"
31"
31"
31"

20"
30"
39"
49"

36"
36"
36"
36"

73"
83"
92"

102"

54"
54"
54"
54"

339 lbs.
359 lbs.
379 lbs.
399 lbs.

CU-4020
CU-4030
CU-4039
CU-4049

40"
40"
40"
40"

20"
30"
39"
49"

45"
45"
45"
45"

73"
83"
92"

102"

63"
63"
63"
63"

376 lbs.
396 lbs.
416 lbs.
436 lbs.

CU-4920
CU-4930
CU-4939
CU-4949

49"
49"
49"
49"

20"
30"
39"
49"

54"
54"
54"
54"

73"
83"
92"

102"

72"
72"
72"
72"

413 lbs.
433 lbs.
453 lbs.
473 lbs.

CU-5820
CU-5830
CU-5839
CU-5849

58"
58"
58"
58"

20"
30"
39"
49"

63"
63"
63"
63"

73"
83"
92"

102"

81"
81"
81"
81"

450 lbs.
470 lbs.
490 lbs.
510 lbs.

CU-6720
CU-6730
CU-6739
CU-6749

67"
67"
67"
67"

20"
30"
39"
49"

72"
72"
72"
72"

73"
83"
92"

102"

90"
90"
90"
90"

487 lbs.
507 lbs.
527 lbs.
547 lbs.

SHIP
WEIGHT

MODEL
"U" SHAPED CROSSOVER

CLEARANCES DECK
HEIGHT

OVERALL
LENGTH

STAIR SIDE
LENGTH

U, Z or Reverse Z Conveyor Crossovers

Vertical Climb Step 
Over Crossover
Specifications
•	 Frame - 1-1/2” dia. steel tube
•	 Steps - 2-1/2” x 24” 14 gauge 

diamondplate 
•	 Top Step - 6” x 24” 14 gauge 

diamondplate
•	Mounting - 2” x 13” foot pads 

with 7/16” dia. holes
•	 Tread Plates - 14 gauge dia. 

plate 1-1/4” x 3-1/2”
•	 Single conveyor model: Grab 

bars are 36” long 
•	Double conveyor model: Grab 

bars are 57” long
•	 Trim in field to required length
•	More details on website

Allen
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Tank Access with Adjustable Feet

Tank Access with Platform

Specifications
•	 1-1/2” steel tube construction
•	 9-1/2” x 24” wide safety 

grate steps
•	 11-3/4” x 24” safety grating 

top step
•	 45° angle of climb
•	 Anchor pads on unit must be 

anchored to ground
•	 42” tall rails both sides of 

top step

•	 +/- 2” adjustable height feet 
•	 No rear guardrail on 

standard unit
•	 OSHA Safety green enamel finish

Optional Features
•	 Knock-down construction for 

2 through 11 step units
•	 Special paint colors
•	 Hot dip galvanized finish

MODEL TOP HEIGHT OVERALL LENGTH EST. WEIGHT

MS-212-ACP 19" 22" 51 lbs.

MS-312-ACP 28-1/2" 32" 68 lbs.

MS-412-ACP 38" 41" 83 lbs.

MS-512-ACP 47-1/2" 51" 99 lbs.

MS-612-ACP 57" 60" 115 lbs.

MS-712-ACP 66-1/2" 70" 135 lbs.

MS-812-ACP 76" 79" 153 lbs.

MS-912-ACP 85-1/2" 89" 172 lbs.

MS-1012-ACP 95" 98" 183 lbs.

MS-1112-ACP 104-1/2" 108" 210 lbs.

Specifications
•	 1-1/2” steel tube construction
•	 9-1/2” x 24” wide safety grate 

steps
•	 35-1/4” x 24” safety grating top 

platform
•	 45° angle of climb
•	 Anchor pads on unit must be 

anchored to ground
•	 2 through 6 step units are all 

welded construction while 

7-Step and larger units have 
knock-down base for shipping

•	 42” tall rails around platform
•	 OSHA Safety green enamel finish

Optional Features
•	 Knock-down construction for 

2 through 12 step units
•	 Special paint colors
•	 Hot dip galvanized finish

MODEL TOP HEIGHT OVERALL LENGTH EST. WEIGHT

AP-236 19" 45" 108 lbs.

AP-336 28-1/2" 54" 126 lbs.

AP-436 38" 64" 150 lbs.

AP-536 47-1/2" 73" 174 lbs.

AP-636 57" 83" 198 lbs.

AP-736 66-1/2" 92" 223 lbs.

AP-836 76" 102" 237 lbs.

AP-936 85-1/2" 111" 251 lbs.

AP-1036 95" 121" 274 lbs.

AP-1136 104-1/2" 130" 288 lbs.

AP-1236 114" 140" 302 lbs.
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MSA-11 19-1/2"W x 24"L 32 lbs. MSA-31 19-1/2"W x 24"L 34 lbs.

MSA-12 19-1/2"W x 36"L 43 lbs. MSA-32 19-1/2"W x 36"L 45 lbs.

MSA-13 19-1/2"W x 48"L 54 lbs. MSA-33 19-1/2"W x 48"L 56 lbs.

MSA-14 19-1/2"W x 60"L 65 lbs. MSA-34 19-1/2"W x 60"L 67 lbs.

MSA-15 19-1/2"W x 72"L 76 lbs. MSA-35 19-1/2"W x 72"L 78 lbs.

MSA-16 19-1/2"W x 96"L 87 lbs. MSA-36 19-1/2"W x 96"L 89 lbs.

MSA-21 24"W x 24"L 36 lbs. MSA-41 24"W x 24"L 38 lbs.

MSA-22 24"W x 36"L 45 lbs. MSA-42 24"W x 36"L 47 lbs.

MSA-23 24"W x 48"L 56 lbs. MSA-43 24"W x 48"L 58 lbs.

MSA-24 24"W x 60"L 67 lbs. MSA-44 24"W x 60"L 69 lbs.

MSA-25 24"W x 72"L 78 lbs. MSA-45 24"W x 72"L 80 lbs.

MSA-26 24"W x 96"L 89 lbs. MSA-46 24"W x 96"L 91 lbs.

SERIES 2 SERIES 4
Height Adjustable From 5-1/2" to 8" Height Adjustable From 9" to 14"

MODEL WEIGHT MODEL WEIGHT
PLATFORM

SIZE
PLATFORM 

SIZE

MODEL WEIGHT

SERIES 1
Height Adjustable From 5-1/2" to 8"

SERIES 3
Height Adjustable From 9" to 14"

MODEL WEIGHT
PLATFORM 

SIZE
PLATFORM 

SIZE

Machine Stands

Adjustable Machine Stands

Specifications
•	 Large 2-1/2” dia. rubber feet 

resist unwanted platform 
movement

•	 Super non-skid safety grating 
provides a safe and durable 
work platform

•	 OSHA Safety green 
enamel finish

•	 Custom sizes available
•	 Optional paint colors or hot 

dip galvanized finish

Specifications
•	 1-1/4” dia. steel tube construction
•	 Heavy duty 2-1/2” dia. replaceable shoes
•	 Diagonal rear leg supports allow the 

stands to straddle obstructions
•	 Safety grating steps and platform
•	 30” tall guard rails available
•	 28” overall width
•	 OSHA Safety green enamel finish
•	 Optional paint colors, or hot dip 

galvanized finish
•	 Custom sizes available

OVERALL PLATFORM
LENGTH HEIGHT

1

MS112
MS124
MS136
MS148

24"W x 12"L
24"W x 24"L
24"W x 36"L
24"W x 48"L

14"
26"
38"
50"

9-1/2"
9-1/2"
9-1/2"
9-1/2"

16 lbs.
28 lbs.
41 lbs.
51 lbs.

2

MS212
MS224
MS236
MS248

24"W x 12"L
24"W x 24"L
24"W x 36"L
24"W x 48"L

24"
36"
48"
60"

19"
19"
19"
19"

33 lbs.
45 lbs.
57 lbs.
68 lbs.

3

MS312
MS324
MS336
MS348

24"W x 12"L
24"W x 24"L
24"W x 36"L
24"W x 48"L

34"
46"
58"
70"

28-1/2"
28-1/2"
28-1/2"
28-1/2"

50 lbs.
62 lbs.
73 lbs.
85 lbs.

STEPS
EST.

WEIGHT
MODEL

PLATFORM 
SIZE

Allen
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StocKart™ Stockpicker Cart
Specifications
•	 1-1/4” diameter steel 

tube frame
•	 Spring-loaded ladder
•	 5” x 18” diamond 

plate steps
•	 Top step 9” x 18” / 48” 

above floor
•	 Large replaceable 2-1/2” 

“Big Foot” rubber safety 
shoes

•	 5” polyurethane casters
•	 Heavy-duty 16 gauge 

steel shelves 
•	 Top - 26” x 30” deep
•	 Middle - 26” x 36” deep
•	 Bottom - 26” x 44” deep
•	 Capacity of 250 lbs per 

shelf, evenly distributed
•	 24” clearance between 

shelves

•	 60” to lip of top shelf
•	 79” overall height
•	 Fits through standard 

30” doorway
•	 Weight - 150 lbs.
•	 OSHA Safety green 

enamel finish
•	 Optional colors available
•	 Custom designs available

Model FOR/FORS 
Specifications
•	 1-1/4” dia. tube frame
•	 Diamondplate deck and 

kickplate
•	 42” guardrail
•	 Hinged gate
•	 84” tall backguard with fine 

mesh screen
•	 Optional 66” screened 

backguard available for use 
outside of California

•	 Forklift tine tubes - 3-1/2” 
tall x 7-1/2” wide

•	 Four swivel casters standard

The Stockman™ Specifications
•	 30” x 20” platform size
•	 Diamondplate deck and kickplate
•	 Tine tubes on 23” centers
•	 42” handrail
•	 Safety chain
•	 84” tall backguard with fine mesh 

screen
•	 Accepts 42” or 48” pallets
•	 Approximate ship weight: 220 lbs.
•	 Overhead fall protection 

attachment point

MODEL
PLATFORM

SIZE
TINE TUBE 
CENTERS

EST. 
WEIGHT

FOR 30"W x 48"L 22-1/2" 210 lbs.

FORS 36"W x 48"L 28-1/2" 229 lbs.

Stockman 30"W x 20"L 23" 220 lbs.

Extended Forklift Work 
Platform
•	 36” x 48” platform
•	 Diamondplate deck and 

kickplate
•	 Tine tubes on 31” centers
•	 Hinged gate
•	 42” guardrail
•	 4 swivel casters standard
•	 Platform heights available in 

12” increments from 48” to 
120”

MODEL
PLATFORM

HEIGHT
EST. 

WEIGHT

FORS-4FT  48" 292 lbs.

FORS-5FT  60" 300 lbs.

FORS-6FT  72" 308 lbs.

FORS-7FT  84" 316 lbs.

FORS-8FT  96" 326 lbs.

FORS-9FT  108" 334 lbs.

FORS-10FT  120" 342 lbs.

MODEL SIZE CAPACITY EST. WEIGHT FRT. CLASS

TD-1 30"W x 50"L 350 lbs. 67 lbs. 85

TD-2 30"W x 76"L 350 lbs. 92 lbs. 85

Forklift Platforms

Specifications
•	 Easy, safe and cost effective 

way to stock product. Minimize 
employee accidents and injuries.

•	 Tote Dollies are equipped with 
our “Rolalift” lifting device.

•	 Quiet and effortless mobility 
using polyurethane casters.

•	 Can be used with a variety of 
tote sizes and styles.

•	 Custom sizes available.

Tote Dollies
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Custom Platforms
If your application requires a custom platform, just give 
us a call. Ladder Industries has logged over 50 years 
designing special, custom ladder and stair products 
and we’re ready to create one for you. Together, we can 
come up with a configuration that elevates the safety of 
your access and gets the job done. Call today, let’s talk.

Aircraft Work Stands
Ladder Industries sets the standard in heavy-duty small 
aircraft maintenance stands.
•	 Heavy-duty design will support you and your tools 

all day long
•	 Shelves are interchangeable from right to left side
•	 Large 19” x 36” deck area allows you to move and 

work comfortably
•	 Safety grate treads and anti-slip coating on deck 

provides a comfortable work surface
•	 Tool trays allow the user to keep tools within arms 

reach and avoid the constant back and forth to 
retrieve tools

•	 2” x 2” square tube construction
•	 Two 2-1/2” dia. “Big Foot” pads
•	 Two 3-1/2” rigid casters
•	 Wheelbarrow style wheel placement allows the 

stand to be moved safely by one person

Helicopter Work Stands
Specifications
•	 Knock-down construction for shipping
•	 Special height guardrails do not contact rotors
•	 Tool Trays allow the user to keep tools within arms 

reach and avoid the constant climbing up and down 
the ladder to retrieve tools

•	 StepJack floor locking device
•	 Skid Stops keep the ladder from contacting the 

helicopter
•	 Two ladders can be used at one time to increase 

safety and efficiency
•	 OSHA Safety green enamel finish
•	 Optional painted colors
•	 Custom designs available

Shown with Robinson 
R44 Helicopter

Allen
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